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The current executed run of test cases can be saved in e T e e
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The generated .jar file (with the icon &]) contains the s ‘ » o soienCoun
current configuration (CLF) and the executed log traces.

For reviewing, this file can be imported by pressing the
import button and selecting Import Log.

To run configured test cases again, please press the
import button and select Import Log As New Session.

In order to generate a test report, use this button. A [E1 Chdhall

[ Create a test report for the executed test suite or an existing log file

Further details about execution and savings you can find in the integrated Users Guide, Chapter “Using
TTworkbench TTman”. Click on Help — Help Contents — Spirent TTworkbench Users Guide.
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5. Configuration

Please configure your TTsuite according to the protocol and your local settings. You can use our MBS
(Message Building System) to ease it up.

In the Parameter View of the Execution Management you find different parameters to change the
settings for your individual test configuration. Please click on the right mouse button over the
parameter view to open Message Building System. You can access the single parameter and the
attributes of single fields.

& Message Building System for Parameters [ [ o]

Available Module Parameters

'+ Tester Porameters = @ testerUpperTesterPort := 5010

o Host_1IP

< Host 2 IP
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& ToleranceTime Allow wildcards [] Show unchanged fields [¥] Autovalidate
4 & upp -

After finishing, just click on OK to save the change. The changed parameters are called by the test
system during runtime. You can run your test campaign with the new configuration at once without
recompilation of your test cases.

For further details please have a look into the built-in user’s guide. Click on Help — Help Contents —
Using TTsuite-xxx.

6. Details
6.1. Core Language Editor (CL Editor)

Each TTCN-3 file is view- and editable by double clicking in the CL Editor. As shown in Step 2 of
“4. Running My First Test Case” you find the TTCN-3 source code (*.ttcn3) in folder ttcn3.

After opening the files, the source code will be syntactically checked and highlighted. In addition,
an outline will be generated automatically and the go-to-declaration feature will be enabled.
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6.2. TTthree (TTCN-3 Compiler)

For recompiling all TTCN-3 files, please open the main module (with the icon [11) in the CL Editor by
double click and press the Rebuild button [;j].

After recompilation follow Step 2 of “4. Running My First Test Case”.

Please note! Compilation is only necessary if changing test cases or creating new ones. Otherwise,
the generated *.jar files from TTCN-3 source are already available for execution.

6.3. TTman (Test Execution Management)
In order to execute test cases and configure parameters, the CLF has to be loaded into the Test
Execution Management.

In ttcn3 or ttcn3folder folder, you will find at least one CLF file (with the icon ). It contains all the
test cases, which are organized in specific group structures.

Please note! You are able to execute all test cases only, if you have purchased the test suite. With
your evaluation license file, you can only run some test cases for evaluation.

Further details you can find in the integrated Users Guide, Chapters “Using TTworkbench CL Editor”,
“Using TTworkbench TTthree” and “Using TTworkbench TTman”.

Click on Help — Help Contents — Spirent TTworkbench Users Guide.
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7. Updates

Please refer to “3.2. TTsuite-xxx”.

8. Appendix

Acronyms

CL Editor Core Language Editor

CLF Campaign Loader File

IuT Implementation Under Test

MBS Message Building System

MLF Module Loader File

0S Operating System

SUT System Under Test

TLZ Test Logging ZIP file
Notes
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